
  GLAN LASER PRISMS

:

350-2000nm

20-10 scratch and dig

0.1

<3 arc minutes

MgF

300MW@1064nm

OPTICAL COMPONENTS

  WOLLASTON PRISMS 

350-2300nm

60-40 scratch and dig

0.1

Single MgFAR Coating@633nm

-   GLAN-THOMPOSN PRISMS

350-2300nm

60-40 scratch and dig

0.2

<3 arc minutes

Single MgFAR Coating@633nm

Part Number
          Clear 
Aperture(  )(mm) Extinction 

   Angular 
Separation

Mounting Tubes
Size(   L)mm

WOP1001

WOP1501

WOP2001

10.0

15.0

20.0

<5 10

<5 10

<5 10

25.4 17.0

25.4 18.5

30.0 23.0-5

-5

-5

a d

GTP1001

GTP1501

GTP1002

GTP1502

10.0

15.0

10.0

15.0

2.5

2.5

3.0

3.0

<5 10

<5 10

<5 10

<5 10

14     16

14     16

25    -28

25    -28

25.4 33.0

30.0 53.0

25.4 38.0

30.0 53.0

-5

-5

-5

-5

L/APart  Number

GLP0801-X

GLP1001-X

GLP1201-X

GLP1501-X

8.0

10.0

15.0

20.0

5 10

5 10

5 10

5 10

7.7

7.7

7.7

7.7

25.4 24.5

25.4 26.2

30.0 33.3

38.0 42.3

-5

-5

-5

-5

Part Number
Clear Aperture
    ( a)(mm)

Extinction
     Ratio

Angular Field
Mounting Tubes
Size( d  L)mm

  Clear 
Aperture Extinction Angle Field

Mounting Tubes
Size( d  L)mm

15    -20

15    -20

15    -20
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